AHERA 30-Year Reinspection Report
January 2020

David Douglas School District

Prepared for:

David Douglas School District
11300 NE Halsey Street
Portland, Oregon 97220

January 2020
PBS Project No. 23179.080, Phase 0001

= PBS

4412 SW CORBETT AVENUE
PORTLAND, OR 97239
503.248.1939 MAIN
866.727.0140 FAX
PBSUSA.COM



30-Year AHERA Reinspection Report 11300 NE Halsey Street

David Douglas School District Portland, Oregon
TABLE OF CONTENTS
Alice Ott Middle School 1
Cherry Park Elementary School 2
David Douglas North High School 3
David Douglas South High School 4
DDHS Annex and Old Pool Building 5
District Office 6
Earl Boyles Elementary School 7
Floyd Light Middle School 8
Gilbert Heights Elementary School 9
Gilbert Park Elementary School 10
Horner Performing Arts Center 11
Lincoln Park Elementary School 12
Menlo Park Elementary School 13
Mill Park Elementary School 14
North Powellhurst Child Service Center 15
South Powellhurst/Maintenance/Bus Garage 16
Ventura Park Elementary School 17
West Powellhurst Elementary School 18

;‘ January 2020
“ 1 PBS Project No. 23179.80, Phase 0001



Asbestos Reinspection Report

Alice Ott Middle School
AHERA 30-Year Reinspection

12500 SE Ramona Street
Portland, OR 97236

Prepared for:

David Douglas School District #40

PBS

January 2020
Project No.: 23179.080 Phase No.: 0001 Task No.: 015
4412 SW Corbett Avenue, Portland, OR 97239

503.248.1939 Main
866.727.0140 Fax
888.248.1939 Toll-Free

PBSUSA.COM




Reinspection Summary: January 03, 2020

Alice Ott Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/03/2020 Reinspection End Date

01/03/2023 Next Reinspection Due

* Information provided by School District
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Alice Ott Middle School
AHERA 30-Year Reinspection
Reinspection Summary: January 03, 2020 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection of Alice Ott Middle School was performed on January 3, 2020, in
accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials in Schools;
Final Rule and Notice. The inspection revealed that the condition of asbestos-containing materials

in the building has changed since the last reinspection and that asbestos-containing materials have
been effectively maintained.

A comprehensive asbestos survey of the building was completed in October 2013 in preparation of
building-wide floor tile removal and control upgrades that were completed in June and July 2014.
The survey identified several new asbestos-containing materials that have been added to the
management plan.

e All accessible asbestos-containing floor tile and mastic was removed from the school in
June/July 2014. New 24"x24" gray tiles with black and white inclusions in classrooms
and hallways with wood floors were installed in August 2014. Floor tile and mastic may
remain in place under built-in cabinets throughout the school.

e Asbestos-containing pipe insulation was removed from Room 31 in 2010.

e Mastic behind corkboard in the office hallway was sampled and found to contain
asbestos.

e Asbestos-containing troweled-on ceiling texture was discovered in classrooms and the
hallway to the staff restroom in the south classroom wing (1949 addition).

e Brocade ceiling texture in the boys and girls restrooms at the SW corner of the building,
and storage rooms south of the library, contains asbestos.

« Magnesite flooring was discovered in closets and storage areas adjacent to the
restrooms in the north hallway.

Approximately 735 linear feet of asbestos-containing pipe insulation was abated from crawl spaces
A, B, C, D, and E in June and July 2018. Asbestos-containing pipe insulation in crawl spaces F, G,
and H, and in the attic above the south classroom wing, was repaired in 2019. Quantities have
been revised to reflect abatement '

Damaged pipe insulation is presumed to remain in pipe trenches in the south classroom wing.
Access to the pipe trenches is very limited.

Except for the presumed damaged insulation in the south classroom wing pipe trenches, all
asbestos-containing materials in the school are in good condition. These materials should continue
to be maintained under the school's AHERA Management Plan.
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Reinspection Summary: January 03, 2020

Alice Ott Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES

Inspector
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Asbestos Pipe Insulation
LOCATION Pipe trenches in South classroom wing
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Boiler Insulation
LOCATION Boiler room; Boiler 1 and 2 HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Spray-on Ceiling
LOCATION Main floor hallways, above lay-in ceiling tiles
CATEGORY Moderate to Low Concern

Surfacing Material - ACBM with potential for damage
MATERIAL Troweled Textured Material
LOCATION “South classroom wing (1949 addition)
CATEGORY Moderate to Low Concern

Surfacing Material - Damaged and friable ACBM
MATERIAL Asbestos Pipe Insulation
LOCATION Basement crawl space F
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

8. MATERIAL Air Cell Pipe Insulation
LOCATION Old Basement Locker Rooms
CATEGORY Moderate to Low Concern
TSI - Damaged or significantly damaged ACBM
9. MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler room; heating water HSA 1
CATEGORY Moderate to Low Concern
TSI - Damaged or significantly damaged ACBM
10. MATERIAL Asbestos Pipe Insulation
LOCATION Crawlspace G & H
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
11. MATERIAL Asbestos Pipe Insulation
LOCATION Attic above south wing classrooms
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
12. MATERIAL Brocade ceiling texture
LOCATION  Storage rooms south of library and SW restrooms
CATEGORY Low Concern
Non-friable suspected ACBM
13. MATERIAL Magnesite flooring
LOCATION Closet and storage roms adj. to restrooms in north hallway
CATEGORY Low Concern
Non-friable suspected ACBM
14. MATERIAL ~ Mastic
LOCATION Behind cork tackboard in north hallway near office
CATEGORY Low Concern

Non-friable suspected ACBM
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

15. MATERIAL Mastic behind wood wall panels

LOCATION Main office, principal's office, conference room

CATEGORY Low Concern
Non-friable suspected ACBM
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Asbestos Pipe Insulation

FUNCTIONAL SPACE Pipe trenches in South classroom wing

QUANTITY 1012 LF

DESCRIPTION

A variety of asbestos containing pipe insulation and associated hard insulating cement on fittings. The pipe
insulation may be aircell, mag, felt, paper wrap, contaminated fiberglass or similar.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE Severe to Moderate Pipe trenches have limited access. Insulation is presumed to

be damaged.

UNDAMAGED AREA Fair to Good

FRIABILITY High to Moderate

ACCESSIBILITY Low

DAMAGE POTENTIAL Moderate

DAMAGE TYPE Flaking

DAMAGE CAUSE Age

DISCUSSION

AHERA Classification - Damaged or significantly damaged thermal system insulation ACM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Boiler Insulation

FUNCTIONAL SPACE Boiler room; Boiler 1 and 2 HSA 1

QUANTITY 400 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Damaged or significantly damaged thermal system insulation ACM.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY 20 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 20-4" 0D
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Spray-on Ceiling

FUNCTIONAL SPACE Main floor hallways, above lay-in ceiling tiles

QUANTITY 5655 SF

DESCRIPTION

A material sprayed on to a ceiling substrate to create a textured appearance, provide acoustical dampening,
condensation prevention or other purpose.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Troweled Textured Material

FUNCTIONAL SPACE South classroom wing (1949 addition)

QUANTITY 9971 SF

DESCRIPTION

A material trowel applied to a ceiling, wall or other substrate to create a textured appearance.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - Damaged and friable ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good
FRIABILITY Moderate to Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Impact
DAMAGE CAUSE Maintenance
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Asbestos Pipe Insulation

FUNCTIONAL SPACE Basement crawl space F

QUANTITY 185 LF

DESCRIPTION

A variety of asbestos containing pipe insulation and associated hard insulating cement on fittings. The pipe
insulation may be aircell, mag, felt, paper wrap, contaminated fiberglass or similar.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Quantity revised after 2018 abatement

UNDAMAGED AREA Good

FRIABILITY Moderate

ACCESSIBILITY Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None Damage remains in crawlspace

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Opérations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY 100 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

Outer layer of lagging reduces the friability classification. If the lagging becomes damaged, the exposed
material is moderately to highly friable.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Old Basement Locker Rooms

QUANTITY 450 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE Moderate to None Added as a new area in April 2013

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE Impact

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Repair material. Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; heating water HSA 1

QUANTITY 330 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE Moderate to None

UNDAMAGED AREA Good 128 - 4" OD; 65 - 6" OD; 49 -8"OD

FRIABILITY Low 50-10" 0D, 38" - 12" OD

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

Outer layer of lagging reduces the friability classification. If the lagging becomes damaged, the exposed
material is highly friable.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Asbestos Pipe Insulation

FUNCTIONAL SPACE Crawlispace G & H

QUANTITY 298 LF

DESCRIPTION

A variety of asbestos containing pipe insulation and associated hard insulating cement on fittings. The pipe
insulation may be aircell, mag, felt, paper wrap, contaminated fiberglass or similar.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Repaired July 2018
UNDAMAGED AREA Good
FRIABILITY Moderate to Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 11

HOMOGENEOUS AREA Asbestos Pipe Insulation

FUNCTIONAL SPACE Attic above south wing classrooms

QUANTITY 372 LF

DESCRIPTION

A variety of asbestos containing pipe insulation and associated hard insulating cement on fittings. The pipe
insulation may be aircell, mag, felt, paper wrap, contaminated fiberglass or similar.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Repaired in July 2018. Limited access to this area.

UNDAMAGED AREA Good

FRIABILITY Moderate to Low

ACCESSIBILITY Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Material Assessments: January 03, 2020

Alice Ott Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 12
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

ADDITIONAL SAMPLES TAKEN:

ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

Brocade ceiling texture

Storage rooms south of library and SW restrooms

2089 SF

None
AHERA CLASSIFICATION Non-friable suspected ACBM

CONCERN CATEGORY Low Concern

None
Good
Low
Low
Low
None

None

AHERA Classification - ACBM with potential for damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Material Assessments: January 03, 2020

Alice Ott Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 13
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Cementitious flooring

ADDITIONAL SAMPLES TAKEN:

ASSESSMENT

CURRENT DAMAGE

UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

Magnesite flooring

Closet and storage roms adj. to restrooms in north hallway

179 SF

None
AHERA CLASSIFICATION

CONCERN CATEGORY

None

Good
Low
Low
Low
None

None

AHERA Classification - Non-friable ACBM.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Non-friable suspected ACBM

Low Concern

Material was sampled in 2013 and confirmed to contain
asbestos

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middie School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 14

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Behind cork tackboard in north hallway near office

QUANTITY 60 SF

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM. -
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Alice Ott Middle School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 15

HOMOGENEOUS AREA Mastic behind wood wall panels

FUNCTIONAL SPACE Main office, principal's office, conference room

QUANTITY 600 SF

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None Mastic behind wall panels in the main office, principal's office
and conference room

UNDAMAGED AREA Good Mastic on north wall of principal's office and conference
removed in 2018.

FRIABILITY Low Quantity revised from 900 sf to 600 sf to reflect 2018
abatement

ACCESSIBILITY Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Reinspection Summary: December 31, 2019

Cherry Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/31/2019 Reinspection End Date

12/31/2022 Next Reinspection Due

* Information provided by School District
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Cherry Park Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: December 31, 2019 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection of Cherry Park Elementary School was performed on December
31, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has changed since the last reinspection and that asbestos-
containing materials have been effectively maintained.

A comprehensive asbestos survey of this building was completed in September 2014 in preparation
of building-wide floor tile removal, water line replacement, window replacement and control
upgrades that were completed during summer 2015. In addition, the original office wing was
demolished and replaced with a new office and classroom wing. The survey identified several new
asbestos-containing materials that have been added to the management plan.

e Joint compound was found to contain asbestos. Composite analysis of the non-asbestos
gypsum wallboard and joint compound indicate that the wall system contains less than 1%
asbestos. No plaster was identified in the building.

e White mastic below fiberglass insulation on metal HVAC ducts was found to be asbestos-
containing.

o Dark gray mastic on the interior of fan units in fan closets in each classroom.

Significant quantities of asbestos-containing materials were removed from the building as part of
the 2015 renovation project.

e All accessible asbestos-containing floor tile and mastic from throughout the building. Floor
tile and mastic may remain in place under built-in cabinets.

e Cement asbestos board panels from the storage room in Room 24

e The large hot water storage tank, along with all domestic hot and cold water lines in the
boiler room :

« Domestic hot and cold water lines were replaced throughout the building. While much of the
original piping was abated, some of the piping was abandoned in place.

During the current reinspection, minor damage to pipe insulation was noted in the fan closets in
Rooms 5, 8, 11, and 19, as well as in the boiler room. Minor scattered damage remains in the
tunnel system.

All other asbestos-containing materials in the school are in good condition. These materials should
continue to be maintained under the school's AHERA Management Plan.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 31, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL
LOCATION On metal HVAC ducts throughout the building
CATEGORY Moderate Concern

Miscellaneous Material - Damaged or significantly damaged friable ACBM
MATERIAL  Mudded Joint Packing
LOCATION Tunnels; heating water HSA 6
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Attics; heating water HSA 8
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Attics; domestic water HSA 12
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Paper Wrap Pipe Insulation
LOCATION Attics; domestic water HSA 13
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Gypsum Wallboard/Joint Compoun
LOCATION Throughout original wing
CATEGORY Moderate Concern

Miscellaneous Material - ACBM with potential for damage
MATERIAL Air Cell Pipe Insulation
LOCATION Boiler room; heating water HSA 1
CATEGORY Moderate Concern

Duct Insulation Mastic

TSI - ACBM with potential for damage
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 31, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

8. MATERIAL Air Cell Pipe Insulation
LOCATION Gym locker room attic fan rooms; domestic hot water HSA 14
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
9. MATERIAL Mudded Joint Packing
LOCATION Boiler room; heating water HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
10. MATERIAL Mudded Joint Packing
LOCATION Tunnels; domestic hot water HSA 10
CATEGORY Moderate Concern
TSI - Damaged or significantly damaged ACBM
11. MATERIAL Paper Wrap Pipe Insulation
LOCATION Tunnels; heating water HSA 5
CATEGORY Moderate Concern
TS| - Damaged or significantly damaged ACBM
12. MATERIAL Paper Wrap Pipe Insulation
LOCATION Tunnels; domestic hot water HSA 9
CATEGORY Moderate Concern
TSI - Damaged or significantly damaged ACBM
13. MATERIAL Paper Wrap Pipe Insulation
LOCATION Fan rooms, wall soffits and classrooms; heating water HSA 4
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
14. MATERIAL Paper Wrap Pipe Insulation
LOCATION Gym locker room attic fan rooms; heating water HSA 7
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 31, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

Boiler Insulation

15. MATERIAL
LOCATION Boiler room; both boiler sides HSA 1
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
16. MATERIAL Paper Wrap Pipe Insulation
LOCATICN Boiler room; heating water HSA 1
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
17. MATERIAL Paper Wrap Pipe Insulation
LOCATION Fan rooms and wall soffits; heating water HSA 3
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
18. MATERIAL ~ Mastic
LOCATION Inside fan units in classroom fan closets
CATEGORY Low Concern

Non-friable suspected ACBM
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Duct Insulation Mastic

FUNCTIONAL SPACE On metal HVAC ducts throughout the building

QUANTITY Not measured

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.
ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Miscellaneous Material - Damaged or
significantly damaged friable ACBM

CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE Moderate to None White mastic used to adhere fiberglass to metal ducts
UNDAMAGED AREA Fair to Good
FRIABILITY High to Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

"Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels; heating water HSA 6

QUANTITY 149 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None Minor scattered damage noted in tunnels
UNDAMAGED AREA Fair 96 - 4" OD; 38 - 6" OD; 15 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking
DAMAGE CAUSE Age Minor, scattered damaged thermal system insulation due to
deterioration and delamination
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Attics; heating water HSA 8

QUANTITY 156 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Fair to Good 97 -4"0D; 42 - 6" OD; 17 - 8" OD
FRIABILITY High
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking
DAMAGE CAUSE Age Delamination and debris in kitchen attic
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Attics; domestic water HSA 12

QUANTITY 65 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate Some abatement completed in attics in July 2015
UNDAMAGED AREA Fair to Good 102 - 4" OD
FRIABILITY Moderate Qty reduced to 65 from 102 after 2015 abatement
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking, Impact
DAMAGE CAUSE Age, Maintenance
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Attics; domestic water HSA 13

QUANTITY 305 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate
UNDAMAGED AREA Fair to Good 305-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE Age, Maintenance, Vibration,
Water
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Gypsum Wallboard/Joint Compoun

FUNCTIONAL SPACE Throughout original wing

QUANTITY Not measured

DESCRIPTION

Manufactured panels typically 4 feet by 8 feet composed of compressed gypsum plaster with paper face
and backing. Seams are covered with tape and joint compound and nail or screw locations are covered with
joint compound only.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Miscellaneous Material - ACBM with potential
for damage

CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None Joint compound on non-asbestos gypsum wallboard contains
less than 1% asbestos

UNDAMAGED AREA Good

FRIABILITY Moderate to Low

ACCESSIBILITY High to Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE Impact

DAMAGE CAUSE Water

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Boiler room; heating water HSA 1

QUANTITY 290 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 112 - 4" OD; 99 - 6" OD; 44 - 8" OD; 19 - 10" OD; 16 - 12" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Gym locker room attic fan rooms; domestic hot water HSA 14

QUANTITY 50 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY ' Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 52 -4" 0D
FRIABILITY High to Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; heating water HSA 1

QUANTITY 96 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 4 -10" OD; 44 - 4 OD; 35 - 6" OD; 13 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement .

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels; domestic hot water HSA 10

QUANTITY 162 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Fair to Good 162 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 11

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Tunnels; heating water HSA 5

QUANTITY 592 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE Moderate to None
-UNDAMAGED AREA Fair to Good 375-4"0D; 112 - 6" OD; 105 - 8" OD
FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 12

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Tunnels; domestic hot water HSA 9

QUANTITY 576 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE Moderate to None

UNDAMAGED AREA Fair to Good 576-4"0D

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.

N PBS January 2020
(22N
N 2.12 Project No.; 23179.080 Phase No.: 0001 Task No.: 008




Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 . David Douglas School District #40
PRIORITY NO. 13

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Fan rooms, wall soffits and classrooms; heating water HSA 4

QUANTITY 524 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 422 - 4" OD; 75 - 6" OD; 27 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 14

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Gym locker room attic fan rooms; heating water HSA 7

QUANTITY 696 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE Moderate to None

UNDAMAGED AREA Good 326 - 4" 0D; 212 - 6" OD; 158 - 8" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None Damage at tunnel entrance in boiler room

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 15

HOMOGENEOUS AREA Boiler Insulation

FUNCTIONAL SPACE Boiler room; both boiler sides HSA 1

QUANTITY 480 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 16

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; heating water HSA 1

QUANTITY 290 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 19-10" OD; 16 - 12" OD; 112 - 4" OD; 99 - 6" OD; 44 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 17

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Fan rooms and wall soffits; heating water HSA 3

QUANTITY 941 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 300 - 4" OD; 525 - 6" OD; 116 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Cherry Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 31, 2019 David Douglas School District #40
PRIORITY NO. 18

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Inside fan units in classroom fan closets

QUANTITY Not measured

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN:

ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

None
AHERA CLASSIFICATION Non-friable suspected ACBM

CONCERN CATEGORY Low Concern
None Very hard dark gray mastic on interior of fan units

Good
Low
Low
Low
None

None

AHERA Classification - Non-friable ACBM.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Reinspection Summary: December 26, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1

Updated Full Assessments Page 2.1

Updated Stock Assessments Page 3.1

Bulk Sample Information Page 4.1 (If any taken)
ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

January 2020

i Project No.: 23179.080 Phase No.: 0001 Task No.: 017




David Douglas High School - North
AHERA 30-Year Reinpection
Reinspection Summary: December 26, 2019 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at the David Douglas North High School was performed on
December 26, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-
Containing Materials in Schools; Final Rule and Notice. The inspection revealed that the condition
of asbestos-containing materials in the building has not changed since the last reinspection and
that asbestos-containing materials have been effectively maintained.

A pre-renovation asbestos survey of this building was completed in July 2014 in preparation of
building-wide floor tile removal that was completed in 2014. As part of this survey, plaster walls and
ceilings throughout the school were tested and found to be non-asbestos-containing.

All accessible asbestos-containing floor tile and mastic was removed from throughout the building
as part of the 2014 renovation project. Floor tile and mastic may remain in place under built-in
cabinets

Mechanical isolation cloth (MIC) on fan units was previously listed as a suspect asbestos-
containing material in the magement plan. No suspect MIC is currently present in the building and
this material has been removed from the management plan.

Asbestos-containing materials in the school are generally in good condition. However, scattered
damage remains to the ceiling texture throughout the building. These materials should continue to
be maintained under the school's AHERA Management Plan.

September 29, 2017 - 1'x2' random drill hole pattern with 1'x1' reveal stapled-on ceiling tiles were
tested and confirmed to be non-asbestos. See PBS project number 23179.053 / 0003 for sample
results.

December 2017 - abated troweled-on texture from the SW gym stairwell. See project no.
23179.056 for details.

Jan 2019 - one asbestos-containing hard fitting was found on a low pressure steam line in the west
gym balcony fan room in July 2017 - see project no. 23179.053. The fitting was subsequently
removed. '

May 2019 - PBS inspected the tunnel system and mechanical rooms in the North HS and and
repaired all damaged areas. Hard fittings in the tunnel system have been added to the
Management Plan.
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Reinspection Summary: December 26, 2019

David Douglas High School - North
AHERA 30-Year Reinpection
David Douglas School District #40
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

Troweled Textured Material

MATERIAL
LOCATION All floors in building; HSA 4
CATEGORY Moderate Concern
Surfacing Material - ACBM with potential for damage
MATERIAL Troweled Textured Material
LOCATION All floors in building; HSA 8
CATEGORY Moderate Concern
Surfacing Material - ACBM with potential for damage
MATERIAL Troweled Textured Material
LOCATION Ground floor, gym hallway; HSA 13
CATEGORY Moderate Concern

Surfacing Material - ACBM with potential for damage

4. MATERIAL Troweled Textured Material
LOCATION Ground floor, hallway from library to Room 132; HSA 17
CATEGORY Moderate Concern
Surfacing Material - ACBM with potential for damage

5. MATERIAL Tank Insulation
LOCATION Fan room in hall near northwest corner of gym; HSA 24

CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage

6. MATERIAL Hard Fittings/Fiberglass
LOCATION Tunnels

CATEGORY Low Concern
TSI - ACBM with potential for damage

N PBS January 2020
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David Dougtas High School - North
AHERA 30-Year Reinpection

Material Assessments:  December 26, 2019 David Douglas School District #40
PRIORITY NO. 1
HOMOGENEOUS AREA Troweled Textured Material
FUNCTIONAL SPACE All floors in building; HSA 4
QUANTITY 22654 SF
DESCRIPTION
A material trowel applied to a ceiling, wall or other substrate to create a textured appearance.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Scattered minor damage to ceiling texture throughout
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE Impact
DAMAGE CAUSE Age Delamination at Room 119
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 2
HOMOGENEOUS AREA Troweled Textured Material
FUNCTIONAL SPACE All floors in building; HSA 8
QUANTITY 9632 SF
DESCRIPTION
A material trowel applied to a ceiling, wall or other substrate to create a textured appearance.
" ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Scattered minor damage to ceiling texture throughout
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE Impact
DAMAGE CAUSE Age
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 3
HOMOGENEOUS AREA Troweled Textured Material
FUNCTIONAL SPACE Ground floor, gym hallway; HSA 13
QUANTITY 2088 SF
DESCRIPTION
A material trowel applied to a ceiling, wall or other substrate to create a textured appearance.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Scattered damage to ceiling texture throughout
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE Impact
DAMAGE CAUSE Age Impact damage on second floor landing at gym
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 4
HOMOGENEOUS AREA Troweled Textured Material
FUNCTIONAL SPACE Ground floor, hallway from library to Room 132; HSA 17
QUANTITY 1340 SF
DESCRIPTION
A material trowel applied to a ceiling, wall or other substrate to create a textured appearance.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good Scattered minor damage to ceiling texture throughout
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE Impact
DAMAGE CAUSE Age
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Tank Insulation

FUNCTIONAL SPACE Fan room in hall near northwest corner of gym; HSA 24

QUANTITY 3SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - North
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Hard Fittings/Fiberglass

FUNCTIONAL SPACE Tunnels

QUANTITY 500 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent fiberglass.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None All known hard fittings in the tunnel system in the main
building are non-asbestos.
UNDAMAGED AREA Good Monitor for damage and repair as necessary
FRIABILITY Moderate to Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Reinspection Summary: December 26, 2019

David Douglas High School - South
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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David Douglas High School - South
AHERA 30-Year Reinspection
Reinspection Summary: December 26, 2019 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at the David Douglas South High School was performed on
December 26, 2019 in accordance with the requirements of 40 CFR, Part 763, Asbestos-
Containing Materials in Schools; Final Rule and Notice. The inspection revealed that the condition
of asbestos-containing materials in the building has changed since the last reinspection and that
asbestos-containing materials have been effectively maintained.

A pre-renovation asbestos survey of this building was completed in November 2014 in preparation
of building-wide floor tile removal and water line replacement that was completed during the 2015
summer break.

Presumed asbestos-containing laboratory counter tops in Rooms 233, 234, and 235 have been
added as a new material to the management plan.

Significant quantities of asbestos-containing materials were removed from the building as part of
the 2015 renovation project, including:

e 70,715 square feet of floor tile and mastic
e 2015 lineal feet of pipe insulation on domestic water lines from the tunnel system and other
areas of the building

Floor tile and mastic remains in K Hall and adjacent rooms, including Production, IMS, IT, and
Vending.

Residual asbestos-containing mastic remains under wood subfloors in the old theater balcony
south of the cafeteria, in the music practice rooms and hallway behind the stage, the classroom
above the metal shop, and the mechanical room above the east end of the board room. A small
amound of floor tile remains in place under HVAC equipment in this space.

Glued-on one-foot by one-foot soldier-hole ceiling tiles in the east hallway were tested in December
2013 and found to be non-asbestos.

Wall plaster throughout the building was tested during the AHERA 3-Year Reinspection in 1992
and found to be non-asbestos-containing. Additional samples collected in December 2013 confirm
that the plaster is non-asbestos-containing.

Gypsum wallboard and joint compound was also tested during the AHERA 3-Year Reinspection
and found to be non-asbestos-containing. However, a trace of asbestos (<1%) was discovered in
joint compound in the main girl's restroom. The area that the sample was collected from has been
patched and may not be representative of other gypsum wallboard and joint applications in the
building.

All asbestos-containing pipe insulation was removed from the woodshop in March 2019.

All asbestos-containing materials in the school are in good condition. These materials should
continue to be maintained under the school's AHERA Management Plan.

PBS January 2020
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David Douglas High School - South
AHERA 30-Year Reinspection

Reinspection Summary: December 26, 2019 David Douglas School District #40
SIGNATURES

Inspector Management Planner

DO W e b v

Luke May Dale Voeller, CHMM, CSP

Accreditation #;  IN-17-5141B Accreditation #:  IMR-19-7646A

January 2020

iii Project No.: 23179.080 Phase No.: 0001 Task No.: 020




David Douglas High School - South
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Spray-on Ceiling
LOCATION Horticulture building
CATEGORY Moderate Concern
Surfacing Material - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler Room; domestic hot water HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
MATERIAL ~ Gasket
LOCATION Boiler room; domestic hot water heat exchanger HSA 01
Area 01
CATEGORY Moderate Concern
Miscellaneous Material - ACBM with potential for damage
MATERIAL Asbestos Pipe Insulation
LOCATION Boiler room; steam HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
MATERIAL Hard Fittings/Air Cell
LOCATION Boiler room; domestic cold water HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION All floors in building: domestic hot water HSA 4
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
MATERIAL Boiler Insulation
LOCATION Boiler room; two boilers and one tank HSA 1
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM

January 2020
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8. MATERIAL Hard Fittings/Paper Wrap
LOCATION All floors in building; domestic hot water HSA 5
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
9 MATERIAL Mudded Joint Packing
LOCATION Boiler room; steam HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
10. MATERIAL Paper Wrap Pipe Insulation
LOCATION Tunnel HSA 12
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
11. MATERIAL Hard Fittings/Air Cell
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
12. MATERIAL Hard Fittings/Paper Wrap
LOCATION All floors in building; domestic cold water HSA 7
CATEGORY Moderate Concern
TSI - ACBM with potential for damage
13. MATERIAL Lab Counter Top
LOCATION Rooms 233, 234, 235
CATEGORY Moderate to Low Concern
Non-friable suspected ACBM
14. MATERIAL Vinyl Floor Tile
LOCATION All floors in building; HSA 39
CATEGORY Moderate to Low Concern

Non-friable suspected ACBM

PBS
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

15. MATERIAL Air Cell Pipe Insulation
LOCATION Tunnel; steam HSA 21
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
16. MATERIAL Hard Fittings/Air Cell
LOCATION Tunnel; steam HSA 19
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
17. MATERIAL Hard Fittings/Fiberglass
LOCATION Tunnel; steam HSA 25
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
18. MATERIAL Mudded Joint Packing
LOCATION All floors in building; steam HSA 3
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
19. MATERIAL Mudded Joint Packing
LOCATION Tunnel; steam HSA 13
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
20. MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler room; domestic cold water HSA 01
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
21. MATERIAL Paper Wrap Pipe Insulation
LOCATION All floors in building; domestic cold water HAS 6
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

N PBS January 2020
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

22 MATERIAL Paper Wrap Pipe Insulation
LOCATION All floors in building: steam HSA 2
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

23 MATERIAL Paper Wrap Pipe Insulation
LOCATION Industrial arts/shop wing restroom, domestic hot water HSA 34
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

24. MATERIAL Paper Wrap Pipe Insulation
LOCATION Tunnel; domestic hot water HSA 14
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

25 MATERIAL Tank Insulation
LOCATION Tunnel; south end HSA 8
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

26. MATERIAL Paper Wrap Pipe Insulation
LOCATION Tunnel; steam HSA 20
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

27. MATERIAL Paper Wrap Pipe Insulation
LOCATION Industrial arts/shop wing; steam HSA 30
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

28 MATERIAL Mechanical Isolation Cloth
LOCATION Fan rooms; HSA 95
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage

January 2020
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.

29. MATERIAL Mastic
LOCATION All floors in building; HSA 40

CATEGORY Low Concern
Non-friable suspected ACBM

> January 2020
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Spray-on Ceiling

FUNCTIONAL SPACE Horticulture building

QUANTITY 850 SF

DESCRIPTION

A material sprayed on to a ceiling substrate to create a textured appearance, provide acoustical dampening,
condensation prevention or other purpose.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Surfacing Material - ACBM with potential for
damage

CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None Confirmed to be asbestos-containing in original AHERA survey

UNDAMAGED AREA Fair Building is located at the south end of the Vocational/Fine Arts
Building campus

FRIABILITY High to Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments:  December 26, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler Room; domestic hot water HSA 1

QUANTITY 210 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair 180 - 4" OD; 30 - 6" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 3
HOMOGENEOUS AREA Gasket
FUNCTIONAL SPACE Boiler room; domestic hot water heat exchanger HSA 01
QUANTITY Area 01
1SF
DESCRIPTION

Rope, textile or vinyl material used to seal high pressure mechanical equipment such as boiler doors, or
used in high temperature, high friction applications such as brake shoes, clutch pads, etc.

ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

None
AHERA CLASSIFICATION Miscellaneous Material - ACBM with potential
for damage
CONCERN CATEGORY Moderate Concern
None
Fair
Moderate

Moderate to Low
Moderate
None

None

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Asbestos Pipe Insulation

FUNCTIONAL SPACE Boiler room; steam HSA 1

QUANTITY 260 LF

DESCRIPTION

A variety of asbestos containing pipe insulation and associated hard insulating cement on fittings. The pipe
insulation may be aircell, mag, felt, paper wrap, contaminated fiberglass or similar.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 160" - 10" OD; 50' - 12" OD; 10" - 6" OD; 40" - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Hard Fittings/Air Cell

FUNCTIONAL SPACE Boiler room; domestic cold water HSA 1

QUANTITY 34 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent air cell.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good 16 - 4" 0OD; 15 - 6" OD; 3 - 8" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High Schoot - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE All floors in building: domestic hot water HSA 4

QUANTITY 1405 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good 815 - 4" OD; 590 - 6" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Boiler Insulation

FUNCTIONAL SPACE Boiler room; two boilers and one tank HSA 1

QUANTITY 1155 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Hard Fittings/Paper Wrap

FUNCTIONAL SPACE All floors in building; domestic hot water HSA 5

QUANTITY 161 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent paper wrap.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Poor to Fair 137 -4"OD; 24 - 6" OD

FRIABILITY Moderate to Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program. -
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; steam HSA 1

QUANTITY 75 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 31-10"0D; 14 - 12" OD; 6 - 6" OD; 8 - 8" OD; 16 GT 14" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Tunnel HSA 12

QUANTITY 285 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair 20-4"0D; 265-6"OD

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None Minor damage remains in fan rooms

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 11

HOMOGENEOUS AREA Hard Fittings/Air Cell

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY 45 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent air cell.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 32-4"0D;13-6"0D

FRIABILITY High to Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 12

HOMOGENEOUS AREA Hard Fittings/Paper Wrap

FUNCTIONAL SPACE All floors in building; domestic cold water HSA 7

QUANTITY 234 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent paper wrap.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 135 - 4" OD; 89 - 6" OD; 10 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments:  December 26, 2019 David Douglas School District #40
PRIORITY NO. 13

HOMOGENEOUS AREA Lab Counter Top

FUNCTIONAL SPACE Rooms 233, 234, 235

QUANTITY 46 SF

DESCRIPTION

Manufactured cementitious sheet material with asbestos fibers bound into the material's matrix. The lab top
is thick, heavy, and generally designed to withstand laboratory conditions.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Presumed asbestos-containing material

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY High

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 14

HOMOGENEOUS AREA Vinyl Floor Tile

FUNCTIONAL SPACE All floors in building; HSA 39

QUANTITY 2000 SF

DESCRIPTION

Manufactured floor tiles typically nine inches by nine inches or twelve inches by twelve inches, composed of
a dense vinyl matrix that often contains asbestos and is adhered to the substrate with a mastic that often
contains asbestos.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Abated June / July 2015 except for Hall k and adjacent rooms
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY High
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 15

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Tunnel; steam HSA 21

QUANTITY 7 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 7-10"0D

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 16

HOMOGENEOUS AREA Hard Fittings/Air Cell

FUNCTIONAL SPACE Tunnel; steam HSA 19

QUANTITY 27 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent air cell.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 27-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 17

HOMOGENEOUS AREA Hard Fittings/Fiberglass

FUNCTIONAL SPACE Tunnel; steam HSA 25

QUANTITY 150 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent fiberglass.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 64 - 4" OD; 63 - 6" OD; 8 - 8" OD; 12 - 10" OD; 3 - 12" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations ahd Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 18

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE All floors in building; steam HSA 3

QUANTITY 507 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos pipe insulation.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 208 - 4" OD; 95 - 6" OD; 21 - 8" OD; 9 - 10" OD; 14 - 12" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 19

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnel; steam HSA 13

QUANTITY 79 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 30 -4"0D; 49 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None Delamination noted in tunnels
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 20

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Tunnel; domestic hot water HSA 14

QUANTITY 45 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 45-4"0D

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 21

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Industrial arts/shop wing restroom, domestic hot water HSA 34

QUANTITY 8 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None 8 If in restroom at hall outside of metal shop
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 22

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; domestic cold water HSA 01

QUANTITY 245 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 110 - 4" OD; 105 - 6" OD; 30 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 23

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE All floors in building: steam HSA 2

QUANTITY 2045 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 388 - 4" OD; 790 - 6" OD; 295 - 8" OD; 95 - 10" OD; 477 - 12"
oD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 24

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE All floors in building; domestic cold water HAS 6

QUANTITY 1280 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 295 - 4" OD; 535 - 6" OD; 450 - 8" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: December 26, 2019

David Douglas High School - South
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 25

HOMOGENEOUS AREA Tank Insulation

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Tunnel; south end HSA 8
30 SF

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an

outer layer of lagging compound.
ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

None
AHERA CLASSIFICATION

CONCERN CATEGORY

CURRENT DAMAGE None
UNDAMAGED AREA Fair
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.

TSI - ACBM with potential for damage

Moderate to Low Concern

Minor damage noted to this tank
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 26

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Tunnel; steam HSA 20

QUANTITY 330 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 330-10"OD

FRIABILITY Moderate

ACCESSIBILITY Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 27

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Industrial arts/shop wing; steam HSA 30

QUANTITY Not measured

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Abated June 2019
UNDAMAGED AREA Fair to Good
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
Abated June 2019

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 28

HOMOGENEOUS AREA Mechanical Isolation Cloth

FUNCTIONAL SPACE Fan rooms; HSA 95

QUANTITY 78 SF

DESCRIPTION

A heavy woven fabric located typically between air handling equipment and an adjacent air duct to prevent
the transmission of vibrations.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Contiriue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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David Douglas High School - South
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 29

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE All floors in building; HSA 40

QUANTITY 4500 SF

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None Abated June / July 2015, except for Hall K and adjoining rooms
UNDAMAGED AREA Good Mastic in place below wood subfloor in some areas
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Reinspection Summary: December 26, 2019

DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)

The AHERA 3-Year Reinspection at the David Douglas South High School Annex and Old Pool
Building was performed on December 26, 2019, in accordance with the requirements of 40 CFR,
Part 763, Asbestos-Containing Materials in Schools; Final Rule and Notice. The inspection revealed
that the condition of asbestos-containing materials in the building has not changed since the last

reinspection.

« All asbestos-containing floor tile and mastic was removed from the building in July 2014
« Twelve hard fitting were removed from the boiler room in July 2014
e The large water storage tank in the boiler room was abated in February 2015

« All asbestos-containing pipe insulation was removed from the tunnel system running
from the boiler room at the SW corner of the pool building, under the classroom wing,

and to the boiler room, in March 2015

All remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.

January 2020
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Reinspection Summary: December 26, 2019

DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES

Inspector

vl VL

Luke May
Accreditation #: IN-17-5141B

Management Planner

sy

Dale Voeller, CHMM, CSP
Accreditation #: IMR-19-7646A

January 2020
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic cold water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; steam HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Main floor; steam HSA 16
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Room 171,172, and 173
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Main floor; domestic cold water HSA 15
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Cement Asbestos Board
LOCATION 0ld pool building lobby, below west windows
CATEGORY Low Concern

Non-friable suspected ACBM
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Material Summary: December 26, 2019

DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection
David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8. MATERIAL
LOCATION

CATEGORY

9. MATERIAL
LOCATION

CATEGORY

10. MATERIAL
LOCATION

CATEGORY

Mudded Joint Packing

Fan room between Rooms 174 and 175
Low Concern

TSI - ACBM with potential for damage

Cement Asbestos Board

Radiator cabinets in rooms 171-175
Low Concern

Non-friable suspected ACBM

Mastic

Old pool building lobby, on acoustic foam ceiling tiles
Low Concern

Non-friable suspected ACBM

= PBS
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DDHS - Annex / Oid Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic cold water HSA 1

QUANTITY 79 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair 37-4:0D;42 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; steam HSA 1

QUANTITY 152 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 42 - 10" OD; 16 - 12" OD; 16 - 4" OD; 41 - 6" OD; 33 - 8" OD;
4-14" 0D
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: Decemnber 26, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY 39 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None 12 fittings abated July 2014. New total is 39
UNDAMAGED AREA Fair to Good 11-4"0D; 26 - 6" OD; 2 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor; steam HSA 16

QUANTITY 73 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos- -containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 40-4"0D; 25-6"0D; 8 -8"0OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor; domestic cold water HSA 15

QUANTITY 14 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 10-4"0D; 4 -6" OD
FRIABILITY Low
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: December 26, 2019

DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 6
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Mudded Joint Packing

Room 171, 172, and 173
19

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos pipe insulation.

ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

None
AHERA CLASSIFICATION

CONCERN CATEGORY

None

Good

Low

Moderate to Low
Moderate

None

None

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.

TSI - ACBM with potential for damage

Moderate to Low Concern

= PBS
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Old pool building lobby, below west windows

QUANTITY 64 SF

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None Presumed to contain asbestos

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Fan room between Rooms 174 and 175

QUANTITY 19 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good Sampled and confirmed to contain asbestos
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.

W PBS January 2020
N 2.8 Project No.: 23179.080 Phase No.: 0001 Task No.: 018




DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Radiator cabinets in rooms 171-175

QUANTITY 540 SF

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options
None suggested.
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DDHS - Annex / Old Pool Building
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Old pool building lobby, on acoustic foam ceiling tiles

QUANTITY 20 EA

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None Il\/l;lsjtic on 1'x1' foam block acoustic ceiling tiles in the pool

obby

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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District Office
AHERA 30-Year Reinspection
Reinspection Summary: December 26, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/2015 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at the David Douglas School District Office was performed on
December 26, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-
Containing Materials in Schools; Final Rule and Notice.

The Halsey Street District Office was added to the management plan in December 2015. The
building was purchased by the District in 2015 and substantially renovated. All known
asbestos-containing materials were removed from the building as part of the renovation with
the exception of original gypsum wallboard with asbestos-containing joint compound. This
material is located in hallway and mechanical room walls and ceilings, and along the south wall
of the NE conference room and adjacent IT room on the second floor.

Gravimetric Composite Point Count analysis indicated that the wallboard/joint compound
system contains less than one percent asbestos.

Asbestos-containing materials in the building are in good condition.
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District Office
AHERA 30-Year Reinspection

Reinspection Summary: December 26, 2019 David Douglas School District #40
SIGNATURES
Inspector Management Planner
Luke May Dale Voeller, CHMM, CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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District Office
AHERA 30-Year Reinspection
Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

1. MATERIAL Joint Compound

LOCATION Hallways and mechanical rooms throughout; NE conference room and adjacent IT
room on the 2nd floor

CATEGORY Moderate to Low Concern
Non-friable suspected ACBM

N PBS January 2020
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District Office
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 1
HOMOGENEOUS AREA Joint Compound
FUNCTIONAL SPACE Hallways and mechanical rooms throughout; NE conference room and adjacent IT
QUANTITY room on the 2nd floor

5000 SF
DESCRIPTION

Joint compound is a plaster-like material used to fill seams and nail holes in gypsum wallboard prior to
texturing and/or painting.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Contains less than 1% asbestos by gravimetric composite
point count analysis
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY High
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Asbestos Reinspection Report
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Earl Boyles Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: December 30, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/30/2019 Reinspection End Date

12/30/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Earl Boyles Elementary School was performed on December
30, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has not changed since the last reinspection.

« Asbestos-containing hard fittings were discovered in mechanical rooms and the tunnel
system in May 2014. This material has been added to the management plan.

« Plaster over gypsum wallboard, and gypsum wall board and joint compound, were tested in
2014 and found to be non-asbestos-containing.

e All accessible asbestos-containing floor tile and mastic was removed from the school in
June and July 2014. Floor tile and mastic may remain in place below built-in cabinets.

Asbestos-containing materials in the building are in good condition and should continue to be
maintained under the school's AHERA Management Plan.
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Reinspection Summary: December 30, 2019

Earl Boyles Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES

Inspector

Luke May
Accreditation #:  IN-17-5141B

Management Planner

Dale Voeller, CHMM, CSP
Accreditation #:  IMR-19-7646A
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Material Summary: December 30, 2019

Earl Boyles Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner{s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

1. MATERIAL
LOCATION

CATEGORY

2. MATERIAL
LOCATION

CATEGORY

3. MATERIAL
LOCATION

CATEGORY

Hard Fittings/Fiberglass

Tunnels; heating water

Low Concern

TSI - ACBM with potential for damage

Hard Fittings/Fiberglass

Tunnels; domestic hot water

Low Concern

TSI - ACBM with potential for damage

Hard Fittings/Fiberglass

Tunnels; domestic cold water

Low Concern

TSI - ACBM with potential for damage
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Earl Boyles Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA 'Hard Fittings/Fiberglass

FUNCTIONAL SPACE Tunnels; heating water

QUANTITY 211 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent fiberglass.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None Asbestos was found in just one of several samples
UNDAMAGED AREA Good 93 -4" 83-6"35-8"
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Earl Boyles Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Hard Fittings/Fiberglass

FUNCTIONAL SPACE Tunnels; domestic hot water

QUANTITY 333 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent fiberglass.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None 333-4"
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.

N PBS January 2020
% 2.2 Project No.: 23179.080 Phase No.: 0001 Task No.: 014




Earl Boyles Elementary School
AHERA 30-Year Reinspection

Material Assessments:  December 30, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Hard Fittings/Fiberglass

FUNCTIONAL SPACE Tunnels; domestic cold water

QUANTITY 219 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent fiberglass.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None 219 -4

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Floyd Light Middle School
AHERA 30-Year Reinspection

Reinspection Summary: December 26, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1

Updated Full Assessments Page 2.1

Updated Stock Assessments Page 3.1

Bulk Sample Information Page 4.1 (If any taken)
ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Floyd Light Middle School was performed on December 26,
2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials in
Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-containing
materials in the building has not changed since the last reinspection.

e All accessible asbestos-containing floor tile and mastic was removed from the school in
June and July 2014. Floor tile and mastic may remain beneath built-in cabinets.

e Mastic behind 1'x1' acoustic wall tiles in the band and choir rooms was also abated in July
2014

Remaining asbestos-containing materials in the building are in good condition and should continue
to be maintained under the school's AHERA Management Plan.

June 16, 2017 - The outer layer of grout on the exterior aggregate siding contains 2% asbestos.
See PBS Project number 23179.053/0001. This has been added as a new material to the
management plan.

January 2020
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Floyd Light Middle School
AHERA 30-Year Reinspection

Reinspection Summary: December 26, 2019 David Douglas School District #40
SIGNATURES
Inspector Management Planner
M A4
Luke May Dale Voeller, CHMM, CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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Floyd Light Middle School
AHERA 30-Year Reinspection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Mudded Joint Packing
LOCATION Boiler room; heating water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic cold water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Tunnels and fan rooms; heating water HSA 2
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL ~ Grout
LOCATION Exterior walls
CATEGORY Moderate to Low Concern

Non-friable suspected ACBM
MATERIAL Mudded Joint Packing
LOCATION Tunnels and fan rooms; domestic hot water HSA 3
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Tunnels and fan rooms; domestic cold water HSA 4
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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Floyd Light Middle School
AHERA 30-Year Reinspection
Material Summary: December 26, 2019 David Douglas Schoo! District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

B January 2020
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Material Assessments: December 26, 2019

Floyd Light Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing
FUNCTIONAL SPACE Boiler room; heating water HSA 1
QUANTITY 161 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION
CONCERN CATEGORY
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

TSI - ACBM with potential for damage

Moderate Concern

48 - 10" OD; 6 - 12" OD; 2 - 14" OD; 80 - 4" OD; 15 - 6" OD;
10-8"0D

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Floyd Light Middle School
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic cold water HSA 1

QUANTITY 57 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 8-10"0D; 39 - 4" OD; 10 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

. Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Floyd Light Middle School
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY 40 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 29-4"0D; 11 -6" 0D

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options
None suggested.
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Floyd Light Middle School
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels and fan rooms; heating water HSA 2

QUANTITY 757 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 416 - 4" OD; 221 - 6" OD; 58 - 8" OD; 62 - 10" OD
FRIABILITY Moderate New quantity reflects removal of aproximately 100 fitting from
the tunnel system in June 2014
ACCESSIBILITY Moderate to Low New quantity is 757 fittings.
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: December 26, 2019

Floyd Light Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 5
HOMOGENEOUS AREA

Grout

FUNCTIONAL SPACE Exterior walls
QUANTITY Not measured
DESCRIPTION

Grout applied to exterior aggregate siding
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION

CONCERN CATEGORY

CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY High
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Non-friable suspected ACBM

Moderate to Low Concern

Continue to implement Operations and Maintenance program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Material Assessments: December 26, 2019

Floyd Light Middle School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 6

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels and fan rooms; domestic hot water HSA 3
QUANTITY 377 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 286 - 4" OD; 91 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Floyd Light Middle School
AHERA 30-Year Reinspection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels and fan rooms; domestic cold water HSA 4

QUANTITY 376 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 256 -4" OD; 81 - 6" OD; 39 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Reinspection Summary: January 03, 2020

Gilbert Heights Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/03/2020 Reinspection End Date

01/03/2023 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Reinspection Summary: January 03, 2020 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Gilbert Heights Elementary School was performed on January
3, 2020, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has not changed since the last reinspection.

A comprehensive asbestos survey of the building was completed in September 2013. Covebase
mastic throughout the school was sampled and found to be non-asbestos-containing. Lay-in and
glued-on ceiling tiles were also sampled and found to be non-asbestos-containing.

Wall and ceiling plaster, along with drywall and joint compound, were sampled during the 3-year
AHERA reinspection in 1992 and found to be non-asbestos. This material has been removed from

the management plan.

e All accessible asbestos-containing floor tile and mastic was removed from the building in
June/July 2014. Floor tile and mastic may remain below built-in cabinets.

e Cement asbestos board (CAB) panels above windows on the north elevation were removed
in June 2014. Some exterior CAB panels remain at windows along the south elevation. CAB
panels are also in place on soffits on the north and south sides of the building.

e All accessible pipe insulation and hard fittings were removed from the tunnel system in June
2014.

e Mechanical isolation cloth in both fan rooms has been replaced with non-suspect material.

e Both boilers were replaced in 2014.

All remaining asbestos-containing materials in the school are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.

SIGNATURES

Inspector Management Planner

Luke May Dale Voeller, CHMM, CSP
Accreditation #  IN-17-5141B Accreditation #:  IMR~19-7646A

January 2020
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

Cement Asbestos Board

MATERIAL
LOCATION Fan room at boiler room; HSA 1
CATEGORY Moderate to Low Concern
Non-friable suspected ACBM
MATERIAL Mudded Joint Packing
LOCATION Main level heating water; HSA 5
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
MATERIAL Glued-on Ceiling Tiles
LOCATION Kitchen; HSA 76
CATEGORY Moderate to Low Concern
Any remaining friable or suspected friable ACBM
MATERIAL Cement Asbestos Board
LOCATION South elevation windows and north and south soffits
CATEGORY Low Concern

Non-friable suspected ACBM
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Fan room at boiler room; HSA 1

QUANTITY 13 SF

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove using controlled non-isolated conditions: wet methods, HEPA vacuum, and proper worker protection.

Other Options

None suggested.
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main level heating water; HSA 5

QUANTITY 30 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Partial abatement in June/July 2014 reduces quantity from 92
to 30
UNDAMAGED AREA Good 13 -4"0D; 17 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 3
HOMOGENEOUS AREA Glued-on Ceiling Tiles
FUNCTIONAL SPACE Kitchen; HSA 76
QUANTITY 550 SF
DESCRIPTION
Fibrous tiles, usually one foot by one foot, attached directly to the building structure using various types of
adhesives.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Any remaining friable or suspected friable ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Presumed asbestos-containing
UNDAMAGED AREA Good
FRIABILITY High to Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Gilbert Heights Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE South elevation windows and north and south soffits

QUANTITY 1588 SF

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None New material added August 2014
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Reinspection Summary: December 23, 2019

Gilbert Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/23/2019 Reinspection End Date

12/23/2022 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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Gilbert Park Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: December 23, 2019 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Gilbert Park Elementary School was performed on December
23, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has changed since the last reinspection.

A comprehensive asbestos survey of the building was completed in October 2013. Covebase
mastic throughout the school was sampled and found to be non-asbestos-containing. Lay-in ceiling
tiles were also sampled and found to be non-asbestos-containing.

e Wall plaster in the south classroom wing (Rooms 11 - 20) was found to be asbestos-
containing.
e Joint compound on gypsum wallboard in the gymnasium was also found to contain

asbestos. Plaster and drywall/joint compound in the remainder of the main building is non-
asbestos-containing.

o Asbestos-containing thermal system insulation throughout the boiler room has been abated.
e Pipe insulation throughout the tunnel system was repaired in December 2019.

All asbestos-containing rr{aterials in the building are in good condition. These materials should
continue to be maintained under the school's AHERA Management Plan.

SIGNATURES

Inspector Management Planner
Tl \J \&L FO \V/ MM/L
Luke May Dale Voeller, CHMM, CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 23, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Air Cell Pipe Insulation
LOCATION Ground floor; pipe soffit HSA 10
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Ground floor; 1960 renovation tunnel HSA 13
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Ground floor; domestic water HSA 3
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Ground floor; pipe soffit, domestic water HSA 9
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Ground floor; pipe soffit heating water HSA 11
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Ground floor; heating water HSA 7
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Ground floor; domestic water HSA 8
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 23, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8  MATERIAL Paper Wrap Pipe Insulation
LOCATION Ground floor; 1960 renovation domestic water HSA 5
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
9. MATERIAL Paper Wrap Pipe Insulation
LOCATION Ground floor; pipe soffit domestic water HSA 6
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
10. MATERIAL Gypsum and Plaster
LOCATION South classroom wing
CATEGORY Low Concern
Miscellaneous Non-friable ACBM or Assumed ACBM
11. MATERIAL Joint Compound on Non-asbestos Gypsum Wallboard
LOCATION Gymnasium
CATEGORY Low Concern

Miscellaneous Non-friable ACBM or Assumed ACBM
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Ground floor; pipe soffit HSA 10

QUANTITY 1645 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair 1428 - 4" OD; 217 - 6" OD
FRIABILITY High to Moderate
ACCESSIBILITY Low IS.Ln:itted access - most of the access hatches have been painted
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Ground floor; 1960 renovation tunnel HSA 13

QUANTITY 418 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Insulation in the tunnels was repaired in December 2019
UNDAMAGED AREA Fair to Good 418 -4"OD
FRIABILITY High to Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking, Impact
DAMAGE CAUSE Age
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative.Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA  Mudded Joint Packing

FUNCTIONAL SPACE Ground floor; domestic water HSA 3

QUANTITY 240 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 189 - 4" OD; 51 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Ground floor; pipe soffit, domestic water HSA 9

QUANTITY 147 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 147 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Ground floor; pipe soffit heating water HSA 11

QUANTITY 498 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 420-4"OD; 78 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: December 23, 2019

Gilbert Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 6
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Paper Wrap Pipe Insulation

Ground floor; heating water HSA 7
100 LF

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

None
AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
None
Good 100 - 4" OD
Low

Moderate to Low
Moderate
None

None

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Ground floor; 1960 renovation domestic water HSA 5

QUANTITY 181 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 181 -4"OD
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options
None suggested.
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Material Assessments: December 23, 2019

Gilbert Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 8
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Paper Wrap Pipe Insulation

Ground floor; pipe soffit domestic water HSA 6

578 LF

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

None
AHERA CLASSIFICATION

CONCERN CATEGORY

None

Good

Low

Moderate to Low
Moderate to Low
None

None

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.

TSI - ACBM with potential for damage

Moderate to Low Concern

578 - 4" OD
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Gilbert Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Ground floor; domestic water HSA 8

QUANTITY 595 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 595 -4" 0D
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Horner Performing Arts Center
AHERA 30-Year Reinpection

Reinspection Summary: December 26, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/26/2019 Reinspection End Date

12/26/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at the Horner Performing Arts Center was performed on
December 26, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-
Containing Materials in Schools; Final Rule and Notice. The inspection revealed that the condition
of asbestos-containing materials in the building has not changed since the last reinspection.

e Theater lights with asbestos-containing wiring in the Black Box and on the stage have been
removed. This material will be removed from the management plan.

Asbestos-containing materials in the building are in good condition. These materials should
continue to be maintained under the school's AHERA Management Plan.
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Horner Performing Arts Center
AHERA 30-Year Reinpection

Reinspection Summary: = December 26, 2019 David Douglas School District #40
SIGNATURES
Inspector Management Planner
v \Y
Luke May Dale Voeller CHMM CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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Horner Performing Arts Center
AHERA 30-Year Reinpection

Material Summary: December 26, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

1. MATERIAL
LOCATION

CATEGORY

2. MATERIAL
LOCATION

CATEGORY

Vinyl Floor Tile

Community room level; HSA 1
Moderate to Low Concern
Non-friable suspected ACBM

Mastic

All floors in building; HSA 2
Low Concern

Non-friable suspected ACBM
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Material Assessments: December 26, 2019

Horner Performing Arts Center
AHERA 30-Year Reinpection
David Douglas School District #40

PRIORITY NO. 1

HOMOGENEOUS AREA Vinyl Floor Tile

FUNCTIONAL SPACE Community room level; HSA 1
QUANTITY 400 SF

DESCRIPTION

Manufactured floor tiles typically 9 inches by 9 inches or 12 inches by 12 inches, composed of a dense vinyl
matrix that often contains asbestos and is adhered to the substrate with a mastic that often contains

asbestos.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY High
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Horner Performing Arts Center
AHERA 30-Year Reinpection

Material Assessments: December 26, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE All floors in building; HSA 2

QUANTITY 2100 SF

DESCRIPTION

l
Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material. |
|

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None
UNDAMAGED AREA Good (
FRIABILITY Low ‘
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: January 02, 2020 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/02/2020 Reinspection End Date

01/02/2023 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Lincoln Park Elementary School was performed on January 2,
2020, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials in
Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-containing

materials in the building has not changed since the last reinspection.

e All accessible asbestos-containing floor tile and mastic was removed from the school in
June / July 2014. Floor tile and mastic may remain in place below built-in cabinets.

Remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.

September 2019 - Three hard fittings on the roof drain in the kitchen have been removed
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Reinspection Summary: January 02, 2020

Lincoln Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES
Inspector

A 7 \
Luke May

Accreditation #:  IN-17-5141B

Management Planner

100

Dale Voeller, CHMM, CSP
Accreditation #:  IMR-19-7646A
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Summary: January 02, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Mudded Joint Packing
LOCATION Boiler room; lower level by stairs HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Kitchen roof drain; HSA 6
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Tank Insulation
LOCATION Boiler room; HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Tunnel; HSA 3
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Boiler room; joints HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; lower level by north tank HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Cement Asbestos Board
LOCATION Classroom radiator cabinets
CATEGORY Low Concern

Non-friable suspected ACBM
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Summary: January 02, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also

dramatically changes.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; lower level by stairs HSA 1

QUANTITY 27 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: ' None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 8-12"0D; 17 -4" OD; 2 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY High
DAMAGE POTENTIAL High
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 ‘ David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Kitéhen roof drain; HSA 6

QUANTITY 1EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Kitchen storage room roof drain
UNDAMAGED AREA Good 3-6"0D
FRIABILITY Moderate
ACCESSIBILITY High to Moderate
DAMAGE POTENTIAL High to Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Tank Insulation

FUNCTIONAL SPACE Boiler room; HSA 1

QUANTITY 340 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY Moderate

ACCESSIBILITY High to Moderate

DAMAGE POTENTIAL High to Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnel; HSA 3

QUANTITY 410 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 285-4"0D; 125-6" 0D
FRIABILITY High to Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove or repair the damaged fitting. Remove material using glove bags.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; joints HSA 1

QUANTITY 46 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 36-4"0D;10-6"OD
FRIABILITY Moderate to Low
ACCESSIBILITY High to Moderate
DAMAGE POTENTIAL High to Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Lincoin Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; lower level by north tank HSA 1

QUANTITY 55 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-ashestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 47-4"0D;8-6"0OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Lincoln Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Classroom radiator cabinets

QUANTITY Not measured

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None Inside of radiator cabinets in each classroom, on the back of
bookcases
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Menlo Park Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: December 30, 2019 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/30/2019 Reinspection End Date

12/30/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Menlo Park Elementary School was performed on December
30, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has not changed since the last reinspection.

» Significant quantities of asbestos-containing materials were abated from the school in
June/July 2013, including all accessible asbestos-containing floor tile and mastic, and all
pipe insulation in the tunnel system. These materials have been removed from the
management plan.

e Wall and ceiling plaster was sampled during the AHERA 3-Year Reinspection in 1992 and
found to be non-asbestos-containing. This material will be removed from the management
plan.

Remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.
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Reinspection Summary: December 30, 2019

Menlo Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES

Inspector

M \MQL (For)

Luke May
Accreditation #:  IN-17-5141B

Management Planner

v/
Dale Voeller, CHMM, CSP
Accreditation #:  IMR-19-7646A
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Material Summary: December 30, 2019

Menlo Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes. '

1. MATERIAL
LOCATION

CATEGORY

2. MATERIAL
LOCATION

CATEGORY

3. MATERIAL
LOCATION

CATEGORY

Mudded Joint Packing
Stage and gym fan rooms; heating water HAS 4
Moderate Concern

TSI - Damaged or significantly damaged ACBM

Paper Wrap Pipe Insulation
Stage and gym fan rooms; heating water HAS 3
Moderate Concern

TSI - Damaged or significantly damaged ACBM

Mechanical Isolation Cloth

Fan rooms; HSA 90

Moderate to Low Concern

TSI - ACBM with potential for damage

= PBS
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Menlo Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Stage and gym fan rooms; heating water HAS 4

QUANTITY 25 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None Quantity revised from 202 to 25ea on 1/25/16
UNDAMAGED AREA Good 147 - 4" OD; 35 - 6" OD; 20 - 8" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Menlo Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Stage and gym fan rooms; heating water HAS 3

QUANTITY 80 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: . None
ASSESSMENT AHERA CLASSIFICATION TS| - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None Two fan rooms located at stage and one fan room located on
upper south wall of gym
UNDAMAGED AREA Good Qty revised from 715 to 80 on 1/25/16
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low 510-4"0D; 120 - 6" OD; 85 - 8" OD
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Menlo Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mechanical Isolation Cloth

FUNCTIONAL SPACE Fan rooms; HSA 90

QUANTITY 70 SF

DESCRIPTION

A heavy woven fabric located typically between air handling equipment and an adjacent air duct to prevent
the transmission of vibrations.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None None observed. Ever.
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection
Reinspection Summary: January 02, 2020 David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary Page 1.1
Updated Full Assessments Page 2.1
Updated Stock Assessments Page 3.1
Bulk Sample Information Page 4.1 (If any taken)

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/02/2020 Reinspection End Date

01/02/2023 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at Mill Park Elementary School was performed on January 2,
2020, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials in
Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-containing
materials in the building has not changed since the last reinspection.

e All accessible asbestos-containing floor tile and mastic was removed from throughout the
school in June / July 2015.

e Cement asbestos board (CAB) was discovered in radiator cabinets in each classroom and
has been added as a new material in the management plan.

Remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Reinspection Summary: January 02, 2020 David Douglas School District #40
SIGNATURES

Inspector Management Planner

Luke May Dale Voeller, CHMM, CSP

Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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Mill Park Elementary School
AHERA 30-Year Reinspection
Material Summary: January 02, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Boiler Insulation
LOCATION Sides and back of boiler HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Kitchen and cafeteria storage rooms HSA 6
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Tunnels; heating water HSA 3
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Tunnel; domestic cold water HSA 5
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Boiler room: joints domestic hot water HSA 1
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Boiler room: joints domestic cold water HSA 1
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; joints heating water HSA 1
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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Material Summary:

January 02, 2020

Mill Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes. :

8. MATERIAL
LOCATION

CATEGORY

9. MATERIAL
LOCATION

CATEGORY

10. MATERIAL
LOCATION

CATEGORY

11. MATERIAL
LOCATION

CATEGORY

Mudded Joint Packing

Boiler room: northwest corner roof drain HSA 1

Moderate to Low Concern
TSI - ACBM with potential for damage

Tank Insulation

Boiler room; tank insulation HSA 1
Moderate to Low Concern

TSI - ACBM with potential for damage

Mechanical Isolation Cloth

Main floor; HSA 98

Moderate to Low Concern

TSI - ACBM with potential for damage

Cement Asbestos Board
Classroom radiator cabinets
Low Concern

Non-friable suspected ACBM
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Boiler Insulation

FUNCTIONAL SPACE Sides and back of boiler HSA 1

QUANTITY 410 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY High

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Kitchen and cafeteria storage rooms HSA 6

QUANTITY 6 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: - None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 6-8"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room: joints domestic hot water HSA 1

QUANTITY 30 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN .CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 30-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None Minor
DAMAGE CAUSE None Damaged fittings in upper fan room at southeast tunnel
entrance
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnels; heating water HSA 3

QUANTITY 322 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation. ‘
ADDITIONAL SAMPLES TAKEN: None \
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 292 -4"0OD; 130-6"OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnel; domestic cold water HSA 5

QUANTITY 457 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 475 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE | None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room: northwest corner roof drain HSA 1

QUANTITY 2 EA

DESCRIPTION '

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 2-8"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION _
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.

N January 2020
= PBS
N 2.6 Project No.: 23179.080 Phase No.: 0001 Task No.: 007




Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room: joints domestic cold water HSA 1

QUANTITY 51 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 51-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; joints heating water HSA 1

QUANTITY 24 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbhestos-containing pipe

insulation.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 8-12"0D; 13-4"0D;3-8"0D

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Tank Insulation

FUNCTIONAL SPACE Boiler room; tank insulation HSA 1

QUANTITY 150 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None Minor damage on tank
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Milt Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Mechanical Isolation Cloth

FUNCTIONAL SPACE Main floor; HSA 98

QUANTITY 3 SF

DESCRIPTION

A heavy woven fabric located typically between air handling equipment and an adjacent air duct to prevent
the transmission of vibrations.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags under modified isolation.

Other Options

None suggested.
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Mill Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 11

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Classroom radiator cabinets

QUANTITY Not measured

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None Not accessible
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Reinspection Summary: January 02, 2020

North Powellhurst Child Service Center
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/02/2020 Reinspection End Date

01/02/2023 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection
Reinspection Summary: January 02, 2020 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at North Powellhurst Child Service Center was performed on
January 2, 2020, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing
Materials in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has not changed since the last reinspection.

¢ All accessible asbestos-containing floor tile and mastic, with the exception of the
gymnasium, was removed from the building in June/July 2013.

¢ All accessible asbestos-containing pipe insulation was removed from the tunnels in
June/July 2013. Asbestos-containing pipe insulation remains in place below the stage, in
the attic, and concealed in walls.

e All asbestos-containing insulation in the boiler room was abated in June 2016 as part of the
boiler replacement project.

¢ Cement asbestos board lining ductwork is in place in the north classroom wing. This
material in inaccessible without demolition.

e Wall plaster was tested during the AHERA 3-year reinspection in 1992 and found to be non-
asbestos-containing.

Asbestos-containing materials in the school are in good condition. These materials should continue
to be maintained under the center's AHERA Management Plan.

SIGNATURES

[nspector Management Planner
INSURRY NS

Luke May Dale Voeller, CHMM, CSP

Accreditation #:  IN-17-5141B Accreditation # IMR-19-7646A

January 2020
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Summary: January 02, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Mudded Joint Packing
LOCATION Crawl space under stage; steam HSA11
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Crawl space under stage; domestic cold water HAS 12
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Attics and fan room; steam, HSA 5
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Vinyl Floor Tile
LOCATION Gym floor, two layers
CATEGORY Moderate to Low Concern

Non-friable suspected ACBM
MATERIAL Mudded Joint Packing
LOCATION Crawl space under stage; domestic hot water HAS 13
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Attics and fan room; steam HSA 4
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Tank Insulation
LOCATION Attic; HSA 14
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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Material Summary:

January 02, 2020

North Powellhurst Child Service Center
AHERA 30-Year Reinspection
David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes. :

8. MATERIAL
LOCATION

CATEGORY

9. MATERIAL
LOCATION

CATEGORY

10. MATERIAL
LOCATION

CATEGORY

Cement Asbestos Board
Attic fan room; HSA 98
Moderate to Low Concern
Non-friable suspected ACBM

Cement Asbestos Board

North classroom wing, lining in ductwork
Low Concern

Non-friable suspected ACBM

Mastic

Gym

Low Concern

Non-friable suspected ACBM
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North Powelthurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Crawl space under stage; steam HSAT1

QUANTITY 5EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair 5-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Attics and fan room; steam, HSA 5

QUANTITY 3 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 1-4"0D;1-6"0D; 1-8"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

None suggested.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Crawl space under stage; domestic cold water HAS 12

QUANTITY 1EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 1-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Nohe
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Vinyl Floor Tile

FUNCTIONAL SPACE Gym floor, two layers

QUANTITY 2550 SF

DESCRIPTION

Manufactured floor tiles typically 9 inches by 9 inches or 12 inches by 12 inches, composed of a dense vinyl
matrix that often contains asbestos and is adhered to the substrate with a mastic that often contains

asbestos.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None All floor tile abated June 2013, except for gym
UNDAMAGED AREA Good Quantity revised from 35,054 to 2,550 sf to reflect 2013
abatement
FRIABILITY Low
ACCESSIBILITY High
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Crawl space under stage; domestic hot water HAS 13

QUANTITY 23 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 12-4"0OD; 11 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.

N PBS : January 2020
N
LN 2.5 Project No.: 23179.080 Phase No.: 0001 Task No.: 016




North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Attics and fan room; steam HSA 4

QUANTITY 66 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TS! - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good 15-4"0OD; 1 -6" OD; 50 - 8" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Tank Insulation

FUNCTIONAL SPACE Attic; HSA 14

QUANTITY 82 SE

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Tank is abandoned

UNDAMAGED AREA Fair to Good

FRIABILITY Moderate

ACCESSIBILITY Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.

N PBS January 2020
2N
N 2.7 Project No.: 23179.080 Phase No.: 0001 Task No.: 016




North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments:  January 02, 2020 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE Attic fan room; HSA 98

QUANTITY 40 SE

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material’'s matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

None suggested.

Other Options

None suggested.
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North Powellhurst Child Service Center
AHERA 30-Year Reinspection

Material Assessments: January 02, 2020 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Cement Asbestos Board

FUNCTIONAL SPACE North classroom wing, lining in ductwork

QUANTITY Not measured

DESCRIPTION

Manufactured cementitious sheets with asbestos fibers bound into the material's matrix. The sheets were
generally held in place with nails or screws.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None Lining in ductwork - not accessible
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Material Assessments: January 02, 2020

North Powellhurst Child Service Center
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 10
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Mastic
Gym
2550 SF

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.

ADDITIONAL SAMPLES TAKEN:

ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

None
AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
None Quantity revised to reflect 2013 abatement
Good
Low
Low
Low
None

None

AHERA Classification - ACBM with potential for damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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Reinspection Summary: December 23, 2019

South Powellhurst
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/23/2019 Reinspection End Date

12/23/2022 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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South Powellhurst
AHERA 30-Year Reinspection
Reinspection Summary: December 23, 2019 David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at South Powellhurst was performed on December 23, 2019, in
accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials in Schools;
Final Rule and Notice. This campus includes the maintenance shops and bus garage. The
inspection revealed that the condition of asbestos-containing materials in these buildings has
changed since the last reinspection.

o Approximately 3,424 square feet of floor tile and mastic was abated in 2013 from the north
end classrooms on the first floor and replaced with new 12-inch floor tile.

o Approximately 550 SF of floor tile and mastic under carpet was removed from the offices in
the NE corner of the basement in December 2015

e Window glazing compound and exterior stucco was sampled in 2013. Analytical results from
these samples were inconsistent, but showed some areas of both materials that contain
asbestos.

e Pipe insulation in the crawl space at the south end of the building was repaired in December
2019.

Remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.

SIGNATURES
Inspector Management Planner

m \VJ\ \)m—(, AN m \}W
Luke May Dale Voeller, CHMM, CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
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South Powellhurst
AHERA 30-Year Reinspection

Material Summary: December 23, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Vinyl Floor Tile
LOCATION All floors in building; HSA 99
CATEGORY Moderate to Low Concern
Non-friable suspected ACBM
MATERIAL Vinyl Floor Tile
LOCATION Ground floor, bus garage; HSA 97
CATEGORY Moderate to Low Concern
Non-friable suspected ACBM
MATERIAL Paper Wrap Pipe Insulation
LOCATION Bus garage; domestic hot water HSA 1
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Crawl space; domestic hot water HAS 2
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Crawl space; HAS 51
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Crawl space; HAS 1
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Crawl space; HAS 50
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
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South Powellhurst
AHERA 30-Year Reinspection

Material Summary: December 23, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8. MATERIAL
LOCATION

CATEGORY

9. MATERIAL
LOCATION

CATEGORY

10. MATERIAL
LOCATION

CATEGORY

Mastic

Ground floor, bus garage; HSA 98
Low Concern

Non-friable suspected ACBM

Fire Door

Boiler room

Low Concern

Non-friable suspected ACBM

Mastic
Maintenance shop lunchroom; HSA 40

Low Concern
Non-friable suspected ACBM
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Vinyl Floor Tile

FUNCTIONAL SPACE All floors in building; HSA 99

QUANTITY 28776 SF

DESCRIPTION

Manufactured floor tiles typically nine inches by nine inches or twelve inches by twelve inches, composed of
a dense vinyl matrix that often contains asbestos and is adhered to the substrate with a mastic that often
contains asbestos.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Abatement in 2013 removed 3,424 square feet of floor tile and
mastic from classrooms and hallway at the north end of the

UNDAMAGED AREA Good first floor. Quantity revised from 32,750 to 29,326 square feet.

FRIABILITY Low Quantity revised to 28,776 to reflect December 2015
abatement work.

ACCESSIBILITY High

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Vinyl Floor Tile

FUNCTIONAL SPACE Ground floor, bus garage; HSA 97

QUANTITY 350 SF

DESCRIPTION

Manufactured floor tiles typically nine inches by nine inches or twelve inches by twelve inches, composed of
a dense vinyl matrix that often contains asbestos and is adhered to the substrate with a mastic that often
contains asbestos.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Inbus garage

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY High

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Bus garage; domestic hot water HSA 1

QUANTITY 68 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Runs overhead from north side stairway to south wall in bus
garage
UNDAMAGED AREA Good 68 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Crawl space; domestic hot water HAS 2

QUANTITY 10 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 10-4"0D
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None Delamination of material was observed
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Crawl space; HAS 51

QUANTITY 28 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: . None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 21-4"0D;7-6"0D
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Crawl space; HAS 1

QUANTITY 185 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 120 - 4" OD; 65 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None Damage due to physical contact, deterioration, debris, and
separation
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.

N PBS January 2020
N
N\ 2.6 Project No.;: 23179.080 Phase No.: 0001 Task No.: 019




South Powelihurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Crawl space; HAS 50

QUANTITY 280 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 195 - 4" OD; 85 - 6" OD
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments:  December 23, 2019 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Ground floor, bus garage; HSA 98

QUANTITY 350 SF

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.
ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Fire Door

FUNCTIONAL SPACE - Boiler room

QUANTITY 2 EA

DESCRIPTION

Typically a metal door assembly including frame, hinges, and lockset that has an Underwriters Laboratory
(U.L) listing for resistance to fire. Wood fire-rated doors are less common.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good Presumed to be asbestos-containing
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS |

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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South Powellhurst
AHERA 30-Year Reinspection

Material Assessments: December 23, 2019 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Maintenance shop lunchroom; HSA 40

QUANTITY 280 SF

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.
ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good Material quantity has been corrected.

FRIABILITY Low This material is presumed to be asbestos-containing; test

before removal.

ACCESSIBILITY Low

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Repair material.

Other Options

None suggested.
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AHERA 30-Year Reinspection
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Reinspection Summary: December 30, 2019

Ventura Park Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
12/30/2019 Reinspection End Date

12/30/2022 Next Reinspection Due

* Information provided by School District

REINSPECTION SUMMARY

Page 1.1

Page 2.1
Page 3.1
Page 4.1 (If any taken)

The AHERA 3-Year Reinspection at Ventura Park Elementary School was performed on December
30, 2019, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing Materials
in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has changed since the last reinspection.

e All accessible asbestos-containing floor tile and mastic was removed from the building in

June/July 2013 and June 2014.

e All asbestos-containing materials were removed from the boiler room in June 2019 in
conjunction with boiler replacement. Asbestos-containing pipe insulation was also removed
from the custodial office, custodial storage room, and air handling units in the library as part

of this project.

e 1'x1' random drill hole with wave pattern ceiling tiles are asbestos-containing. These tiles
are located in the center classroom wing and hallway (Rooms 12-21) and the hallway
and rooms on the north side of the gym. This material has been added as a new material

to the management plan.

The remaining asbestos-containing materials in the building are in good condition. These materials
should continue to be maintained under the school's AHERA Management Plan.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Reinspection Summary: December 30, 2019 ) David Douglas School District #40
SIGNATURES
Inspector Management Planner
0 (e
Luke May Dale Voeller, CHMM, CSP
Accreditation #:  IN-17-5141B Accreditation #:  IMR-19-7646A
January 2020
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Summary: December 30, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes. :

MATERIAL Mudded Joint Packing
LOCATION Main floor, 1962 tunnel; heating water HSA 5
CATEGORY Meoderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL ~ Breeching
LOCATION Boiler room

HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; domestic hot water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Main floor, 1962 tunnel; domestic hot water HSA 6
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Main floor, 1962 tunnel; domestic cold water HSA 7
CATEGORY Moderate Concern

TSI - Damaged or significantly damaged ACBM
MATERIAL Mudded Joint Packing
LOCATION Main floor; domestic hot water HSA 3
CATEGORY Moderate to Low Concern

TSI - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Main floor; heating water HSA 2
CATEGORY Moderate to Low Concern

TSI - Damaged or significantly damaged ACBM
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Ventura Park Elementary School
AHERA 30-Year Reinspection
Material Summary: December 30, 2019 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8 MATERIAL Mudded Joint Packing
LOCATION Main floor; domestic cold water HSA 4
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage

9. MATERIAL Glued-on Ceiling Tiles
LOCATION Classrooms 12 - 21 and hallway, hallway and rooms on north side of gym

CATEGORY Low Concern
Non-friable suspected ACBM
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor, 1962 tunnel; heating water HSA 5

QUANTITY 78 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: ' None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate Scattered damage presumed in the tunnels - very liimited
access
UNDAMAGED AREA Fair 78 -4"OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Impact
DAMAGE CAUSE Age Damaged due to physical contact and deterioration in tunnels
DISCUSSION
AHERA Classification - ACBM with potential for damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Repair material. Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Breeching

FUNCTIONAL SPACE Boiler room

QUANTITY HSA

Not measured
DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good Abated June 2019

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

Abated June 2019
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; domestic hot water HSA 1

QUANTITY Not measured

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None Abated June 2019
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
Abated June 2019
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Recommended Abatement Action

None suggested.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 4

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor, 1962 tunnel; domestic hot water HSA 6

QUANTITY 156 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TS| - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Fair to Good 156 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking
DAMAGE CAUSE Age Damaged due to lamination in tunnels
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Repair material. Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments. December 30, 2019 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor, 1962 tunnel; domestic cold water HSA 7

QUANTITY 86 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Fair to Good 86 -4"OD
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE Flaking
DAMAGE CAUSE Age Damaged due to delamination
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Repair material. Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor; domestic hot water HSA 3

QUANTITY 431 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good 431-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor; heating water HSA 2

QUANTITY 329 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - Damaged or significantly damaged ACBM
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE Moderate to None
UNDAMAGED AREA Good 271-4"0D, 58 - 6" OD
FRIABILITY Low
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Main floor; domestic cold water HSA 4

QUANTITY 260 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Quantity revised from 294 to 260 after 2015 abatement in the
boiler room

UNDAMAGED AREA Good 260 - 4" OD

FRIABILITY Low

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Ventura Park Elementary School
AHERA 30-Year Reinspection

Material Assessments: December 30, 2019 David Douglas School District #40
PRIORITY NO. 9
HOMOGENEOUS AREA Glued-on Ceiling Tiles
FUNCTIONAL SPACE Classrooms 12 - 21 and hallway, hallway and rooms on north side of gym
QUANTITY Not measured
DESCRIPTION
Fibrous tiles, usually one foot by one foot, attached directly to the building structure using various types of
adhesives.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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Reinspection Summary: January 03, 2020

West Powellhurst Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

The reinspection process under the AHERA rules states that a school building must be reinspected by an accredited
inspector at least every three years. The results of the reinspection are reported in these documents.

LIST OF DOCUMENTS

Material Summary

Updated Full Assessments
Updated Stock Assessments
Bulk Sample Information

ACTIVITY DATES

12/01/1989 Management Plan Implementation Date *
01/03/2020 Reinspection End Date

01/03/2023 Next Reinspection Due

* Information provided by School District

Page 1.1
Page 2.1
Page 3.1
Page 4.1 (If any taken)
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Reinspection Summary: January 03, 2020 ' David Douglas School District #40

REINSPECTION SUMMARY

The AHERA 3-Year Reinspection at West Powellhurst Elementary School was performed on
January 3, 2020, in accordance with the requirements of 40 CFR, Part 763, Asbestos-Containing
Materials in Schools; Final Rule and Notice. The inspection revealed that the condition of asbestos-
containing materials in the building has changed since the last reinspection.

A comprehensive asbestos survey of the building was completed in November 2013. White
sheet floor coverings in classroom restrooms, lay-in ceiling panels, and one-foot by one-
foot, glued-on ceiling tiles throughout the school were found to be non-asbestos-containing.
Gypsum wallboard and joint compound, and wall and ceiling plaster in the main building
were also tested and found to be non-asbestos-containing.

Joint compound in the gym building contains asbestos. No asbestos was detected in
samples of the associated gypsum wallboard.

Mastic behind yellow laminate wall panels in the hallways is asbestos-containing and will be
added to the management plan.

All accessible pipe insulation was removed from the tunnel system in July 2014. Pipe
insulation remains in inaccessible trenches below classrooms.

All floor tile and mastic was removed from the building in June/July 2014.

Asbestos-containing insulation on the small tank in the boiler room was also removed in
June/July 2014.

Asbestos-containing materials in the music portable were abated and the building
demolished in June 2014.

The fire door to the boiler room has been added as a presumed ACM to the management
plan

All asbestos-containing materials in the building are in good condition. These materials should
continue to be maintained under the school's AHERA Management Plan.

January 2020
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Reinspection Summary: January 03, 2020

West Powellhurst Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

SIGNATURES

Inspector

M \) UZQQ/ 22

Luke May
Accreditation #: IN-17-5141B

Management Planner

NGO Lk

Dale\{/oeller, CHMM, CSP
Accreditation #:  IMR-19-7646A
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

MATERIAL Boiler Insulation
LOCATION Boiler room; HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler room; piping domestic cold water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Boiler room; domestic cold water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Pipe Covering
LOCATION Fan room; heating water HSA 51
CATEGORY Moderate Concern

Miscellaneous Material - ACBM with potential for damage
MATERIAL Mudded Joint Packing
LOCATION Boiler room; heating water HSA 1
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Paper Wrap Pipe Insulation
LOCATION Fan room; heating water HSA 50
CATEGORY Moderate Concern

TSI - ACBM with potential for damage
MATERIAL Joint Compound
LOCATION On gypsum walls in gym
CATEGORY  Moderate to Low Concern

Non-friable suspected ACBM
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Summary: January 03, 2020 David Douglas School District #40

Known or suspected asbestos-containing building materials are listed below in order of hazard priority. The
priorities are established by the Accredited Inspector(s) and Accredited Management Planner(s), and are based on
the assessments. A material may be listed more than once if its location varies and if the assessment criteria also
dramatically changes.

8 MATERIAL Air Cell Pipe Insulation
LOCATION Tunnel; domestic hot water HSA 4
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
9. MATERIAL Air Cell Pipe Insulation
LOCATION Tunnel; domestic cold water HSA 6
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
10. MATERIAL Mudded Joint Packing
LOCATION Tunnel; domestic cold water HSA 7
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
11. MATERIAL Mudded Joint Packing
LOCATION Tunnel; domestic cold water HSA 5
CATEGORY Moderate to Low Concern
TSI - ACBM with potential for damage
12. MATERIAL ~ Fire Door
LOCATION Door to Boiler Room
CATEGORY Low Concern
Non-friable suspected ACBM
13. MATERIAL ~ Mastic
LOCATION Behind yellow laminate wall panels in hallways
CATEGORY Low Concern

Non-friable suspected ACBM
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 1

HOMOGENEOUS AREA Boiler Insulation

FUNCTIONAL SPACE Boiler room; HSA 1

QUANTITY 270 SF

DESCRIPTION

Manufactured white, fluffy magnesia block insulation. Blocks were typically held in place by wires and an
outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TS| - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good

FRIABILITY High to Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material under full isolation procedures.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 2

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; piping domestic cold water HSA 1

QUANTITY 62 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair 62 - 4" OD
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 3

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Boiler room; domestic cold water HSA 1

QUANTITY 165 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair 2-12"0D; 112 -4"OD; 48 - 6" OD; 3-8"OD

FRIABILITY Moderate

ACCESSIBILITY Moderate

DAMAGE POTENTIAL Moderate

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Repair material. Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: January 03, 2020

West Powellhurst Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 4
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

ADDITIONAL SAMPLES TAKEN:

ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

Pipe Covering
Fan room; heating water HSA 51

18 LF

None
AHERA CLASSIFICATION

CONCERN CATEGORY

None

Poor to Fair
Moderate
Moderate to Low
Moderate to Low
None

None

Miscellaneous Material - ACBM with potential
for damage

Moderate Concern

9-4"0D;5-8"0D;4-6"0D

AHERA Classification - ACBM with potential for significant damage.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03,2020 David Douglas School District #40
PRIORITY NO. 5

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Boiler room; heating water HSA 1

QUANTITY 36 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern
CURRENT DAMAGE None
UNDAMAGED AREA Fair to Good 6-12"0OD; 6-4"0D; 25-6"0D; 7 - 8" 0D
FRIABILITY Moderate
ACCESSIBILITY Moderate
DAMAGE POTENTIAL Moderate
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 6

HOMOGENEOUS AREA Paper Wrap Pipe Insulation

FUNCTIONAL SPACE Fan room; heating water HSA 50

QUANTITY 47 LF

DESCRIPTION

Non-corrugated heavy paper pipe insulation. Two cylindrical halves were typically fitted around a pipe and
held in place with lagging. Typically contains multiple layers of different paper types.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate Concern

CURRENT DAMAGE None

UNDAMAGED AREA Fair to Good 22-4"0D;20-8"0D; 5-6"0D

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.

Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 7

HOMOGENEOUS AREA Joint Compound

FUNCTIONAL SPACE On gypsum walls in gym

QUANTITY Not measured

DESCRIPTION

Joint compound is a plaster-like material used to fill seams and nail holes in gypsum wallboard prior to
texturing and/or painting.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None

UNDAMAGED AREA Good

FRIABILITY Low

ACCESSIBILITY High

DAMAGE POTENTIAL Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 8

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Tunnel; domestic hot water HSA 4

QUANTITY 90 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None

ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern

CURRENT DAMAGE None Abatement in June 2014 reduces quantity from 1090 to 90 If

UNDAMAGED AREA Good 752 -4"0D; 338 - 6" OD

FRIABILITY Moderate

ACCESSIBILITY Moderate to Low

DAMAGE POTENTIAL Moderate to Low

DAMAGE TYPE None

DAMAGE CAUSE None

DISCUSSION

AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS
Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 9

HOMOGENEOUS AREA Air Cell Pipe Insulation

FUNCTIONAL SPACE Tunnel; domestic cold water HSA 6

QUANTITY 90 LF

DESCRIPTION

Trade name for manufactured corrugated heavy paper pipe insulation. Two cylindrical halves were typically
fitted around a pipe and held in place by an outer layer of lagging compound.

ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Abatement in June 2014 reduces quantity from 612 to 90
UNDAMAGED AREA Good 90-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 10

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnel; domestic cold water HSA 7

QUANTITY 50 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Partial abatement reduces quantity from 309 to 50
UNDAMAGED AREA Good 50-4"0D
FRIABILITY Moderate
ACCESSIBILITY Moderate to Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas Scheol District #40
PRIORITY NO. 11

HOMOGENEOUS AREA Mudded Joint Packing

FUNCTIONAL SPACE Tunnel; domestic cold water HSA 5

QUANTITY 50 EA

DESCRIPTION

An insulating cement packed around pipe fittings such as elbows, valves, tees, etc. The hard cement is
typically protected by lagging compound contiguous with the adjacent non-asbestos-containing pipe

insulation.
ADDITIONAL SAMPLES TAKEN: None
ASSESSMENT AHERA CLASSIFICATION TSI - ACBM with potential for damage
CONCERN CATEGORY Moderate to Low Concern
CURRENT DAMAGE None Abatement in June 2014 reduces quantity from 401 to 50
UNDAMAGED AREA Good
FRIABILITY Moderate
ACCESSIBILITY Low
DAMAGE POTENTIAL Moderate to Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - ACBM with potential for significant damage.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement
Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.
Recommended Abatement Action

Remove material using glove bags.

Other Options

None suggested.
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Material Assessments: January 03, 2020

West Powellhurst Elementary School
AHERA 30-Year Reinspection
David Douglas School District #40

PRIORITY NO. 12
HOMOGENEOUS AREA

FUNCTIONAL SPACE
QUANTITY
DESCRIPTION

Fire Door

Door to Boiler Room

Typically a wood or metal door assembly including frame, hinges, and lockset that has an Underwriters
Laboratory (U.L) listing for resistance to fire.

ADDITIONAL SAMPLES TAKEN:
ASSESSMENT

CURRENT DAMAGE
UNDAMAGED AREA
FRIABILITY
ACCESSIBILITY
DAMAGE POTENTIAL
DAMAGE TYPE
DAMAGE CAUSE

DISCUSSION

AHERA CLASSIFICATION
CONCERN CATEGORY

None
Non-friable suspected ACBM
Low Concern

Presumed ACM

AHERA Classification - Non-friable ACBM.

RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance program.

Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.
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West Powellhurst Elementary School
AHERA 30-Year Reinspection

Material Assessments: January 03, 2020 David Douglas School District #40
PRIORITY NO. 13

HOMOGENEOUS AREA Mastic

FUNCTIONAL SPACE Behind yellow laminate wall panels in hallways

QUANTITY Not measured

DESCRIPTION

Adhesive used to attach building materials to a substrate such as floor tiles to a subfloor material.
ADDITIONAL SAMPLES TAKEN: ~ None

ASSESSMENT AHERA CLASSIFICATION Non-friable suspected ACBM
CONCERN CATEGORY Low Concern
CURRENT DAMAGE None Behind yellow laminate wall panels in hallways
UNDAMAGED AREA Good
FRIABILITY Low
ACCESSIBILITY Low
DAMAGE POTENTIAL Low
DAMAGE TYPE None
DAMAGE CAUSE None
DISCUSSION
AHERA Classification - Non-friable ACBM.
RESPONSE ACTIONS

Preventative Measures Prior to Abatement

Continue to implement Operations and Maintenance Program.
Do not disturb material without proper training and protection.

Recommended Abatement Action

Other Options

None suggested.

N PBS January 2020
=
= 2.13 Project No.: 23179.080 Phase No.: 0001 Task No.: 006




6€6T-87C (€09)

Joyfuisug ‘As|pud Apuy 6£2/6 YO ‘puejHOd
aNUaAY HaQI0D MS ZTHh

[eIUBWUOIIAUT Sdd

10BJUOD 91BD4IUS8D

siy} Jo AlpruUayINe syj JO UOREIYIDA 104

020z/eT/ZT :93eq uoneadxy AT TS-6T-YI 81ediUa)
(Vs »y jouod

aoueysqgns 210 Jo 11 3L Bupoeus 1y asuodsay - ¥O ‘puejuod {UOied07 8sIN0)
fouabliswg piezeH s03seqsy 8yl S YYIHY mm m . 4‘

‘buiuteu] Jaysauay Jopadsu] YYIHY JNOH- 6T0Z/2T/2T 1918 9s1n0)

4D 0¥ 4o D xipuaddy ‘3 Wedqgns ‘€97 Hed ‘T 9L YDSL YHM 2duepiodde U]

YIHSTU4TY YOLDIdSNI SOL1S3qSV

10}
3SYNOD DNINIVYL FIHL d313T1dINOD ATIN4SSIIONS SVH

AVYIN DINT
1VHL AdIL¥3D OL SISIHL




6£6T-84C (£09)
6£2/6 WO ‘puepod

SNUBAY 12qloD MS TV
[eluswIuOIIAUg Sad

7OBIUOD 91BDYISD
SI43 O AYDNUSYINE 33 JO UORBDLLISA 107

0z02/%0/T0 _ -°3ed uoyeudxg : VOY9/-6T-YIAL R IIC)

MO ‘puepnod U007 9SIN0D

Bulutel] Jaysaley VHIHY NOH- N 6102/%0/10 ®}e( 8SIN0D

YD 0t 40 D xipuaddy ‘3 Hedans ‘€97 1ed ‘I SRLL YIS L YHM 80UBPIOIIE U]

dIHSTU43d 4INNVY1d
INIINIDVYNVIA / 4OLD3dSNI SOLSIaSY

10}

3SYN0D ONINIVYL FHL A3131dINOD ATINASSIOONS SYH

d31130A 71Vd

1VHL AJI143D OL SISIHL






